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Feature 

 

Model NO. SS-PTZ473IR 

Operation 

OSD menu English, chinese 

Preset position 220 

IR LED 6 wing r high-power infrared lamp 

IR-LED distance 50m 

IR-LED Mode Intelligent IR illumination & power consumption is variable, dependant the zoom factor. 

IR OUTPUT POWER  1~9 optionl 

IR STANDBY POWER 1~9 optionl(which can improve the life of IR lamps.) 

IR STANDBY TIME  1-30S optionl 

IR Ambient Light Yes(It updates automatically for the ambient light in the range of 50 levels. ) 

illumination Of IR On 1-15 optionl(Which can control the IR sensitivity ) 

IR SWITCH ZOOM 1-10X optionl(Near /Far ) 

Scan 4 Auto scan and left-right limited scan, speed adjustable 

Patrol 4 tracks, 16 preset per track, speed and dwell time changeable 

Pattern 4 tracks, MAX 15Mins 



PTZ schedule  Yes 

Alarm Optionl (4 inputs,2 outputs) 

Private masking Supported function based on zoom module 

Address range 0--255 

Communication RS485 

Baud rate 2400/4800/9600/19200, setup by dip switcher 

Protocol Pelco-P/D auto detected, or others customized 

Leisure action Home place/Scan/Patrol/Pattern 

Device title Display on/off 

P/T position Display on/off 

Zoom times Display on/off 

Temperature info Display on/off 

Mechanical 

Pan range 0°~ 360° continuously 

Pan speed 0.1~ 240°/s 

Tilt range 0°~ 93° auto flip on/off performance 

Tile speed 0.1~ 100°/s 

Precision 0.1° 

Others 

Housing Aluminum alloy, vandal proof housing 

Lighting proof With 6000V video, data and power lighting proof 

Water proof IP66 

Work temp -40℃~ 60℃ 

Work humidity Max 95% 

Power AC24V/4A 

Installation Outdoor and indoor installation 

Package size 235*200*70mm 

Package weight 2kg 

Zoom lens option 

SDM-100  
Samsung 10x zoom D/N, 1/4"Super HAD CCD 500TVL, f=3.8 to 38mm(F 1.8 to 3.2) , Color:0.7Lux, B/W:0.02Lux, 
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